
PLÁSTICOS ALCO, S.L. -  Carretera Font Roja  Nº 23 · 03801 · ALCOY (ALICANTE) SPAIN · Tel: +34 965 339 969 - Fax: +34 965 33 00 78 - www.plastgrommet.com - info@plastgrommet.com

  In a single action makes the hole whilst simultaneously setting the eyelet.

  Ideal for vinyl banners and other plastic material (corrugated PP).

  Safety guard to cover setting area.

  Possible to work with three eyelet sizes Ø8mm, Ø12mm and Ø16mm                
    (extra tooling required).

  Not recommended for textiles, as it might create wrinkles. 

  Constant eyelet setting quality all day long, with hand presses        
    eyelet closing depends on operator fatigue.

with tableQueen with wheelsQueen

Technical specifications
Height x Width x Depth 362 x 140 x 220 mm.

Weight 9,15 Kg 

Air Supply 6 Bars

Liters per cicle 5,49 l. 

Throat depth 95 mm.

Power Compressed air

Clear Eyelets Ø8 mm, Ø12 mm or Ø16 mm (extra tooling)

Materials PVC laminated fabrics, Coroplast, corrugated PP, 
foam board, HDPE, carton board...

Compact pneumatic press to apply eyelets:

• PVC free.
• UV protected.
• Free of heavy metals (cadmium, lead and mercury).
• Free of anti-corrosives: Hexavalent Chromium.
• Free of Chlorides and Phthalates.
• Food grade (EU and FDA).
• Environmentally friendly, perfect match for   
   printers using green inks & medias.
• The only true recyclable eyelets in the 
   market on PP and PE banners.

CLEAR EYELETS


