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The above information is given in good faith, but the user should assure himself that the performance of the product 

is sufficient for his application. The quoted values are average and should not be taken as maximum or minimum 

values for specific purposes. Eurotech/Rite Adhesives cannot be held responsible for product failure unless full testing 

has been carried out. The client has to decide on the tape suitability for their own applications. 

BADGER EMBLEM AND BADGE TRANSFER STRIPS 
The badger is a double-sided transfer strip used for the quick re-application of a vehicle’s emblems 
and badges. Extremely easy to use, completely weatherproof and with permanent adhesion after 24 
hours. The package includes 5 strips of 100x200mm. 

 

TECHNI CAL DATA 

ADHESIVE Clear solvent acrylic 

CARRIER N/A 

LINER Brown siliconized paper 

TOTAL THICKNESS (MM) 0.05 

ADHESIVE STRENGTH 24N per 25mm 

INITIAL TACK N/A 

HOLDING POWER N/A 

TEMPERATURE RANGE (LONG TERM) (OC) -40oC to +90oC 

TEMPERATURE RANGE (SHORT TERM) (OC) +100oC 

APPLICATION TEMPERATURE MINIMUM (OC) +10 oC to +40oC 

LENGTH (MM) 200 

WIDTH (MM) 100 

COLOUR Clear 

UV RESISTANCE Very good 

HUMIDITY RESISTANCE Excellent 

 

SURFACE PREPARATION 

It is essential, as with all pressure-sensitive tapes, that the surface to which the transfer trips are 
applied to, be clean, dry and free of grease and oil. 

 

STORAGE AND  SHELF LIFE 

The shelf life of the products is 12 months, when stored at 18-25oC at 30-70% relative humidity and out 
of direct sunlight, in good packaging. 

 

WARRANTY AND GUA RANTEE  

Rite Adhesives warrants that this product complies, within its shelf life, to the specifications mentioned 
in this technical data sheet. 

 

OTHER NOTES 

N/A 


